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1. PURPOSE OF THE CHANGE

This Product Change Notice (PCN) summarizes all new features, functional 

enhancements, and resolved issues introduced for software version 2.1.0. 

2. PRODUCTS AFFECTED

iO mini

iO Gateway

iO Supervisor

Product Change Notice

Product Family: iO Platform 

Change Type: Software Release - New Features and Improvements

3. NEW FEATURES

EV-4229

EV-4250

EV-4534

Global Parameters:

• Introduces a centralized Global Parameters system allowing 

users to define reusable variables across assets and scripts 

with configurable types (Boolean, Number, Text, Date/Time).

• Adds a Scheduled Mode to automate value changes based on 

time-based rules or CRON schedules, supporting duration and 

recurrence.

• Simplifies configuration management, ensures consistency, and 

enables dynamic automation without code modification.

Component: GLOBAL PARAMETERS

Version 2.1.0

• Users can define parameters as manual binary controls (e.g., 

ON/OFF switches) or as automated scheduled values driven by 

CRON rules.

• Supports lead/lag configuration to trigger events before or after 

scheduled times.

• Simplifies centralized configuration, automation, and time-

based control across all assets.



EV-4380

EV-4497

EV-4384

EV-4429

EV-4528

EV-4511

EV-4531

HMI:

• The HMI module has been enhanced with multiple improvements 

to usability and editing tools.

• Users can now click binary mnemonics, link HMIs together, and 

rename existing interfaces directly.

• The update also adds color-coded alarms, tooltips, and a 

simplified HMI editor with improved import, cancel, and delete. 

EV-4382 I/O Channels:

• Binary Ouput values are now updated live. 

EV-4308 I/O Channels:

• Analog input temperature values can now be displayed in Celsius or Fahrenheit.

EV-4356 I/O Channels:

• When an analog input exceeds the maximum measurable range of the iO Supervisor front-end, the iO now returns a value of 0 instead of the 

maximum float or overflow value.

EV-4490 I/O Channels:

• Added support for configuring activation and deactivation delays for alarm conditions.

EV-4255 Notification - Escalation Levels:

• Enhances the notification escalation system with improved handling of programmable delay levels.

• Improves consistency and clarity in multi-level notification workflows and user interfaces.

Component: HMI

Component: I/O CHANNELS

Component: NOTIFICATIONS

EV-4371 Adds power feed that include Boolean BF* in notifications.

EV-4267 Remote Firmware Update:

• Implementation of remote firmware update for the microcontroller.

Component: OS / SYSTEM / MAINTENANCE

EV-4372 Log Downloads and Security Log:

• Improved log management by separating security logs from main system logs to prevent loss after reboot.

• Security logs are now generated exclusively by PHP, including session and client IP details, and are stored in a dedicated file.

• A new option in Download All Logs now includes the security log file for easier auditing and traceability.

• Enhances reliability, traceability, and compliance of system activity records.

Component: LOGS



EV-4374 User Management - Password Validation Improvements:

• Updated the password security requirements and validation logic for user management within the iO platform.

• Improves overall password handling consistency, security, and user experience.

EV-4329 System Information:

• Feed A and Feed B will auto refresh.

EV-4378 SMX Integration:

SMX 12/24AI

SMX 48BI

SMX mini

EV-4254 LUA Script

• Integration of PING function

EV-4256 LUA Script

• Triggered Statistics - Statistics Retention

EV-4252 LUA Script

• Integration of chronometer function

Component: USER

Component: SYSTEM INFORMATION

Component: SMX

Component: COMPUTED LUA

4. BUG FIXES AND IMPROVEMENTS

EV-4437 Bug in alarm display after deleting a configuration. Update the total number of active alarms when a notification is deleted.

Component: ALARMS AND NOTIFICATIONS

EV-4410 Asset – Data Points – Refresh icon does not work if data point is suspended.

Component: DATA POINTS / COMPUTED LUA

EV-4417 Asset – Acquisition – No value is saved in a Modbus I/O register if the asset is not re-saved

EV-4422 Asset – Data Points – Statistics – No daily statistics if the value doesn’t change



EV-4554 Log – Binary Data Points – Order of values in the exported file

EV-4475 Asset – Data Points – Computed – No value displayed

EV-4479 Assets – Data Points – Computed – Configuration error if two or more auto refresh with statements are present in the script

• Added error messages in the test interface

• Added example code in the interface dropdown

EV-4538 Cumulative Chrono Reset triggers only once when changing from Off to On

• Added edited function to data script and migration

EV-4328 Settings – Inventory – Return to the selected tab after saving

Component: DEVICES / INVENTORY / TEMPLATES / USER INTERFACE

EV-4547 HMI – Unable to display an HMI, and the system becomes unresponsive afterwards

Component: HMI / I/O CHANNEL

Component: I/O CHANNEL - IMPORT/EXPORT

EV-4326 Configuration File – Export – I/O Channels – Binary Output Relay – Fields “Mode” and “Triggering Source” not exported

EV-4414 Partial Asset Exportation:

• Added support for selective asset export, allowing users to 

choose specific assets to include when generating configuration 

CSV files.

• The new interface introduces a “Specific Assets” checkbox, asset 

selection list, and dynamic export button showing the number of 

assets selected.

• Exported files include all related definitions (asset types, 

templates, data points, etc.) and remain fully compatible for import.

• Improves flexibility, reduces file size, and simplifies configuration 

management during partial system updates.

Component: IMPORT/EXPORT

EV-4413 Handle Image Separately in Configuration

Component: OUTBOUND RULES

EV-4508 Outbound Rules – Port check in Settings

Component: PASSTHROUGH

Assets – Passthrough – Web Access button inactive

Removed status and value validation from UI since the I/O no longer tests HTTP passthrough

EV-4441



Component: SECURITY

EV-4425 Security – Users

• Prevent creation of usernames containing accented characters

• Apply password validation rule only for users

EV-4450 Settings - Nothing Displayed

Component: SETTINGS

EV-4563 Validate Ethernet parameters on I/O when pasting from the interface

Component: SETTINGS / USER INTERFACE

Component: SNMP TRAPS

EV-4421 Trap Forwarding – No log recorded when a trap cannot be forwarded

EV-4419 Settings – Notifications – Trap sent even if destination status is set to “disabled”

EV-4470 SNMP Trap – Added Data Point Name and Alarm Name

EV-4514 Traps and Notifications – Missing information and definitions

• Minor MIB Fixes – Minor fixes in the MIB file and comment placement adjustments

5. EFFECTIVE DATE

This PCN is effective immediately upon release of version 2.1.0.
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