
Date: March 02, 2026

1. PURPOSE OF THE CHANGE

Due to a shortage of a critical component, Multitel needed to make a design 

change to the M-4109 humidity probe. 

2. PRODUCTS AFFECTED

PREVIOUS PRODUCT:
M-4109 rev 1.0

NEW PRODUCT:
M-4109 rev 1.1

Product Change Notice

Product Family: Accessories

Item Number: M-4109

Change Type: Temporary Product Replacement

3. REQUIREMENTS

If this probe was delivered with a new device, the latter has been properly 

calibrated and does not require recalibration. 

If this probe was deliveredd with no device and you already have a Multitel device, 

please follow the instructions to calibrate the device.

This component requires an adjustment 
to your device’s calibration

Humidity Probe

4. RECALIBRATION PROCEDURE

1. Connect to the Fusion terminal via SSH or serial port. 

2. Enter the command “calibration”. 

3. Select “1 Analog fusion (FxAy)”. 

4. Select item 5. 

5. Press 1, enter –188, and press Enter. 

6. Press 2, enter 1.43414, and press Enter. 

7. Press Enter twice, then type “disc” to end the session.
5. EFFECTIVE DATE

This PCN is effective immediately.

Multitel reserves the rights to change characteristics without notice. PCN_Accessories_M-4109.  All rights reserved. Multitel 2026

Contact us today:  

multitel.com

3710 Wilfrid Hamel Blvd.

Quebec, QC, G1P 2J2

Tel: 418.847.2255

Toll Free: 1.888.685.8483

Email: support@multitel.com
Web: www.multitel.com

FOR MORE INFORMATION, CONTACT 
OUR TECHNICAL SUPPORT TEAM



Date: 02 Mars 2026

1. OBJECTIF DU CHANGEMENT

En raison de la pénurie d’une composante critique, Multitel a dû procéder à un 

changement dans la conception de la sonde d’humidité M-4109. 

2. PRODUITS AFFECTÉS

PRODUIT PRÉCEDENT:
M-4109 rev 1.0

NOUVEAU PRODUIT:
M-4109 rev 1.1

Avis de changement de produit

Famille de produit: Accessoires

Numéro de produit: M-4109

Type de changement: Remplacement temporaire de produit

3. REQUIS

Si votre sonde a été livrée avec un nouvel appareil, ce dernier a été calibré 

adéquatement et ne nécessite pas de recalibration.

Si la sonde livrée n’étais pas accompagnée d’un nouvel appareil, veuillez suivre 

les instructions  pour calibrer votre appareil éxistant. 

Ce changement de pièce nécessite un 
ajustement de la calibration de votre 
appareil.

Sonde de température

4. PROCÉDURE DE RECALIBRATION 

(FUSION)

1. Se connecter au terminal du Fusion par SSH ou port série.

2. Entrer la commande « calibration ».
3. Choisir « 1-Analog fusion (FxAy) ».

4. Choisir l’item 5.

5. Appuyer sur 1, saisir -188 et appuyer sur Enter.

6. Appuyer sur 2, saisir 1. 43414 et appuyer sur Enter.

7. Appuyer deux fois sur Enter et entrer « disc » pour terminer la 

session.

5. DATE D’ENTRÉE EN VIGUEUR

Cet Avis de Changement de Produit est effectif immédiatement.

Multitel se réserve le droit de modifier les caractéristiques sans préavis. ACP_Accessoires_M-4109. Tous droits réservés. Multitel 2026

Contactez-nous dès maintenant-

multitel.com

3710 Blvd. Wilfrid Hamel.

Quebec, QC, G1P 2J2

Tél: 418.847.2255

Sans Frais: 1.888.685.8483

Courriel: support@multitel.com
Site web: www.multitel.com

POUR PLUS D’INFORMATION, VEUILLEZ 
CONTACTER NOTRE ÉQUIPE DE SUPPORT 

TEHCNIQUE


