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16-PORT UNMANAGED ETHERNET SWITCH

Features and Benefits 

• 10/100Base - RJ45 connectors

• QoS supported to process critical data in

heavy traffic

• Dry-C for power failure and port break alarms

• IP30-rated metal housing

• Redundant dual 48 VDC power inputs

• Optional 19/23-inch rack assembly using 1RU

Description 
The 16-Port Unmanaged Ethernet Switches carry 16x 10/100M copper ports, which are ideal for applications 
that require flexible industrial Ethernet connections. Moreover, they provide greater versatility for use with 
applications from different industries, the 16-Port Unmanaged Ethernet Switches also allows users to enable or 
disable the Quality of Service (QoS) function, broadcast storm protection, and the port break alarm function 
with DIP switches on the outer panel. 

In addition to its compact size, the 16-Port Unmanaged Switch features 48 VDC redundant power inputs, DIN- 
rail mounting, high-level EMI/EMC capability, and an operating temperature range of -10 to 60°C. The 16-Port 
Unmanaged Switch is available in the following mounting applications: 

• A 16-Port Switch with Din-rail mounting clip;

• A 16-Port Switch with SMX cover plate to retrofit existing SMX/IO brackets installations;

• A 16-Port Switch in a 19/23-inch rack mounting kit assembly;

• Dual 16-Port Switch in a 19/23-inch rack mounting kit assembly.

Specifications 
Input Voltage 48 VDC (Redundant inputs and reverse polarity protected) 
Operating Voltage 9.6 to 60 VDC 
Input Current 16 Port = 0.088A, 32-Port = 0.176A (Overload current protected) 
Operating Temperature -10 to 60°C (14 to 140°F)
Ambient Relative humidity 5 to 95% (non-condensing) 
IP Rating IP30 
Dimension 16-Port Switch: 36 x 135 x 95 mm (1.41 x 5.31 x 3.74 in)
Weight 16-Port Switch: 486 g (1.07 lb)
Installation Din-rail mounting 
Rack mounting 1-RU 19/23-inch rack mounting (with optional kit)
Warranty 5 years (With Moxa OEM manufacturer directly) 
Certifications CE / FCC / IEC / IECEx / DNV 
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